_ll Bombardier

WINLOCK & Tilt & Turn

The Bombardier Tilt and Turn is an elegant and robust
operating handle designed specifically for Tilt and Turn
applications

Engineered with a firm grip, the Bombardier Tilt and Turn
range have been designed for both residential and commer-
cial applications, providing a positive and secure operation
for any size.

The Tilt and Turn is avaiable in four versions Madeley,
Dawley, Brosley and Ketley.

Material Specification

Handle Zinc alloy to BS EN 12844,
Alloy type ZP400 (ZP.3)

Backplate Zinc alloy to BS EN 12844,
Alloy type ZP400 (ZP.3)

Barrel Assembly

Locking Barrel - Zinc alloy to BS EN 12844,

Alloy type ZP400 (ZP.3)

Finish - Zinc plate & trivalent passivate / Albrafin Plate
Tumbler - Mild steel to BS 1449 CS4 BR

Finish - Zinc plate & trivalent passivate

Spring - Stainless steel to BS 2056 302526

Detent Barrel - Acetal - Self colour — %—

7.0 SQ

Key - Mild steel to BS 970 220 M07pb
Barrel nickel plate
- Key to be coined with Winlock Logo 80007

43.0

Waved Washer - Spring Steel CS70 Harden temper & Bronzed

SPINDLE
LENGTH

Index Disc - Zinc alloy to BS EN 12844,
Alloy type ZP400 (ZP.3)
Finish - Zinc plate & trivalent passivate

162.0

Detent Moulding - Acetal - Self Colour

Retaining Plate - Mild steel CS4 H3 BR BS1449 1991
sh - Zinc plate & traivalent passive

ing Bolt - Zinc alloy to BS EN 12844,
e ZP400 (ZP.3)

inc plate & trivalent passivate 510
ree cutting mild steel
lent passivate

63.0

ew Cover
oil soluble vacume plate
old plate and chrome plate



